
 IJCSG - Ship Repair and Overhaul Capacity Report - Capacity by Site  
 Total  Total  
 Current  Current  Maximum   Capacity   Capacity Available to  
 Capacity  Usage  Capacity  Required to  Surge/Excess Capacity 
 Function Site (dlh(k)) (dlh(k)) (dlh(k)) Surge (dlh(k))*  (dlh(k))* 
Intermediate Maintenance 
 CDU_SAN_DIEGO_CA 102.8 118.0 0.0 
 NAVIMFAC_PACNORWEST_BANGOR_WA 1,626.8 1,261.0 1,626.8 0.0 365.8 
 NAVIMFAC_PACNORWEST_BREMERTON_WA 146.8 82.0 146.8 0.0 64.8 
 NAVIMFAC_PACNORWEST_EVERETT_WA 281.3 99.0 281.3 0.0 182.3 
 NAVSUBSUPPFAC_NEW_LONDON_CT 1,201.6 832.1 1,418.8 0.0 586.8 
 NSY_AND_IMF_PUGET_SOUND_DET_PT_LOMA_CA 270.5 219.2 270.5 0.0 51.3 
 NSY_AND_IMF_PUGET_SOUND_DET_SAN_DIEGO_CA1,220.0 967.5 1,220.0 0.0 252.5 
 SIMA_MAYPORT_FL 852.3 876.3 1,146.0 0.0 269.7 
 SIMA_NORFOLK_VA 1,825.0 1,629.3 2,063.7 0.0 434.3 
 SIMA_NRMF_INGLESIDE_TX 495.5 262.7 495.5 0.0 232.8 
 SIMA_PASCAGOULA_MS 274.6 192.8 308.5 0.0 115.7 
 SIMA_SAN_DIEGO_CA 3,050.0 3,050.0 3,686.9 0.0 636.9 
 TRIREFFAC_KINGS_BAY_GA 2,088.0 1,614.7 2,088.0 0.0 473.3 

* For ship maintenance, it is not economical to maintain unused capacity dedicated to surge. 
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